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Expanding cable grout powder admixture

MO TA

MVN POWDER CGA-5 la phu gia trwong
né dung cho vira rét géc xi-mang, MVN
POWDER CGA-5 gitp hén hop hd, vira
xi-mang trwong n& trong sudt thdi gian
thiy héa va ninh két, nh& bdi nhirng bot
khi rat nhd hinh thanh trong qua trinh tron
hén hop vira xi-mang voi nwdc. Gidm
nwéc va tang dd linh déng cho hén hop
hé vira gilp tang hiéu qua cho qua trinh
bom, roét.

MVN POWDER CGA-5 thich hop cho
viéc thi cong rét hoac bom, dwoc rng
dung réng rai trong linh vwc

Dién day va bdo vé éng cap du (ng
lwec

Neo bu-lon

U'U PIEM

Trwong nd trong subt qua trinh
thay héa va ninh két

Khéng gay tach nwédc véi hén hop
vira khi trén va thi céng

Khéng cé clo hoac cac tac nhan
gay an mon khac

Dé dang thi céng theo phuwong
phap db rét hodc bom

’'NG DUNG

MVN POWDER CGA-5 1a san pham phu
gia st dung trong viéc trén vira bom cho
éng dan cap dw (ng lwc. Viéc s dung
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DESCRIPTION

MVN POWDER CGA-5 is a ready to use
injection aid in powder form. MVN
POWDER CGA-5 causes the cement
mixture to expand in whole setting stage.
The expanding is caused by the formation
of densely distributed very small gas
bubbles. Water reduction and good
workability

MVN POWDER CGA-5 apply for
pumped or free flow grouting, it can be
used in a wide range of applications

Post tensioned and Pre-stressed cable

ducts
Anchor bolts
FEATURES AND BENEFITS
Gaseous expansion system

compensates for shrinkage and
settlement in the setting state

Reduce the bleeding from the grout
mixtur.

No Chloride and other ingredients
of corrosive nature

Pumping and injection aid

WHERE TO USE

MVN POWDER CGA-5 is a special
product for the grouting of pre-stressing
cable ducts. The use of MVN POWDER
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MVN POWDER CGA-5 cho hén hop vira CGA-5 in the grouting mixture has the

s& mang lai cac hiéu qua: following effects:

Duy tri @8 linh déng tét Workability retention

Tang cwdng do va dé bam dinh Good strength and adherence

properties

Gilp béo vé cép dw (ng lwc chdng Protective action against corrosion
lai cac td&c nha@n an mén va hidy hoai of the pre-stressing wires.
khac

Bén va dac chac khi st dung cho Durable and dense filling of all
cac muc dich tram cac khe hoé 1on. cavities

THI CONG VA BAO DUONG MIXING AND APPLICATION

D6 truyc tiép va tron déu véi hdn hop Add directly to the water and mix with
nwoc xi-mang. cement.

Khu&y hén hop lién tuc The mixture must be stirred

] B i continuously.
~ = Bai v&i hon hop ho viva str dung cho For pre-stressed grouting work,
ong cap duv rng lwc viéc chuan bi va batching of mixture is done in mechanical
khudy trén hén hop nén st dung may way, mixing time from 3 — 5 minutes
trén thich hop, véi thdi gian tron 3- 5 together with a W/C ratio 0.40 — 0.45 %.
phat. Ty 1& nwéc/xi-mang thich hop trong General mixing sequence is Water -
khoang tr 0.40 — 0.45 %. Th tw phoi Cement — MVN POWDER CGA-5. It is not
trén vat liéu Nwéc — Xi-mang — MVN recommended to add sand for pre-
POWDER CGA-5 (Khdng thém cat khi stressed grouting work.
ché tao ho vira cho bom rét 6ng cap dw
ng lwc)

Péi véi hén hop vira rot st* dung cho When grout containing sand is to be
muc dich khac, co thé thém cat trong used the mixing sequence should be Sand
thanh phan hén hop vita. Thi tw phbi — Cement — MVN POWDER CGA-5 -
tréon vat lieu Cat - Ximang - MVN Water.

POWDER CGA-5 — Nudec.
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AN TOAN

Vat liéu co tinh kiém cao, tranh tiép xc truc
tiép voi da, tranh dé roi vao mét. Mang gang
tay, Gng, kinh bdo hé va khau trang khi thi

HEALTH AND SAFETY

During use, avoid inhalation of dust and
contact with the skin and eyes. Wear suitable
clothing, gloves, eye protection and respiratory

cébng. Han ché bui béc 1én va phat tan khi protective equipment.

tron vira.

Tham khao thém théng tin trén phiéu an toan
san phadm (MSDS) va doc kj hwéng dén
trwée khi sir dung.

For further information consult the Material
Safety Data Sheet (MSDS) and read the
product label carefully before use.

Théng sé ky thuat Technical data

Chloride content: Nil
Density: 1.00— 1.15 g/cm?

Ham lwong clo : 0

Khéi lwong thé tich: 1.00 — 1.15
glcm?®

Ham lwong s dung: 045 -
1.1(%) lvong xi-mang

Khéi lwong riéng: 1.95 glcm?

Dosage: 0.45— 1.1(%) by
weight of cement
Specific Gravity: 1.95 g/cm?3
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Cac chi tiéu co ly cua vira:

MUN Potach | Trvongnd | Gian nd

Xi- 5 Phu gia nwdc déo khé 7ngay
mang | VYO | giam nuéc ngﬁER ASTM | (ASTM | (ASTM
C940) C940) C490)
50kg | 22.5lit 1.1(%) 2509 <0.1% >5% >0.01%

Mechanical Physical Properties:

Gaseous Length

Water MVN b}/eveaé?;g expansion | change at
Cement reduction | POWDER | °, STMQ ASTM 7days
Admixture | CGA-5 C940 C940 ASTM
C490

50kg 1.1(%) 250g <0.1% >5% >0.01%
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